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Ontario Building Code
• 8.7.4.1 ‐ Loading Requirements
The area described in Sentence 8.7.4.2(1) shall 
be designed such that the loading rate does 
not exceed, for soil having a percolation time 
set out in Column 1 of Table 8.7.4.1., the 
maximum value set out opposite it in Column 2 
of Table 8.7.4.1.Column 1 Column 2

Percolation Time (T) of Soil, 
min

Loading Rates (L/m2)/day

1<T≤20 10

20<T≤35 8

35<T≤50 6

T>50 4



Ontario Building Code Cont’d

 8.7.4.2.(1) – Construction Requirements
A leaching bed may be constructed in 
leaching bed fill, if unsaturated soil or 
leaching bed fill extends,
To depth of at least 250mm over the area 
covered by the leaching bed fill;
And for at least 15 m beyond the outer 
distribution pipes in any direction in which 
the effluent entering the soil or leaching 
bed fill will move horizontally.



Loading Rate 

• The area combines the infiltrative loading rate 
and the hydraulic linear loading area.  

• The size of this area is determined through a 
calculation that takes into consideration the 
native receiving soil characteristics (percolation 
rate) and the total daily sewage flow.  

• Ultimately, a determination must be made to 
establish the rate that effluent can be loaded on 
the ground for adequate treatment while still 
allowing the passive horizontal movement of 
the liquid without causing any build‐up in the 
leaching bed area. 







Constructed Loading Rate Areas



Thank-you 

???Questions???


