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Fleetwood Rd and St Mary's Rd
Proposed All-way Stop 
Sign Placement Recommendation

Stop Ahead (Wb-1)
min 335m from intersection
with NEW (Wb-3)
2.5cm above and
Facing north
To be removed in 30-60 days
if sight lines are good

Stop Ahead (Wb-1)
min 335m from intersection
with NEW (Wb-3)
2.5cm above and
Facing south
To be removed in 30-60 days
if sight lines are good

Replace stop with oversize stop 
(Ra-1, 750mm x 750mm) and 
add All-Way tab (Ra-1t),
solar red beacon and stop bar
facing east

Replace stop with oversize stop 
(Ra-1, 750mm x 750mm) and 
add All-Way tab (Ra-1t),
solar red beacon and stop bar
facing west

New Oversize Stop 
(Ra-1, 750 mm x750mm)
with All-Way tab (Ra-1t),
solar red beacon and stop bar
facing north

New Oversize Stop 
(Ra-1, 750 mm x750mm)
with All-Way tab (Ra-1t),
solar red beacon and stop bar
facing south

Stop Sign Location Criteria: No closer than 1.5m and
 no further than 15, from edge of intersecting roadway
Stop Sign Horizontal Offset Requirements: Left edge 
of sign must be no more than 4m from esge of roadway
Stop Sign Vertical Offset Requirements: Bottom edge of 
sign must not be less than 1.5m and not more than 2.5m 
above the level of roadway

Other Sign Horizontal Offset Requirements
    No raised Curbs: 2m to 4m from outside edge  of the 
    outer traffic lane
    Raised curbs: 0.3m to 3m from curb line

Installers should use their experience to adjust placement 
distances for field conditions by ensuring that the sign has
been placed appropriately with respect to other sign 
locations,visibility, lighting conditions, angle and other
site-specific factors.


